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PEGASUS
POWER SUPPLY 80+ PLATINUM, 1000W 

SPECIFICTIONS

Form factor ATX 12V Ver 3.0

Power 850W

Input voltage 100 Vac- 240 Vac

Current type Alternate

Input current 16A

Input frequency 50Hz - 60Hz

Cable length / reach 4.92 Feet

20+4 1 Cable 23.5 Inches

4+4 2 Cables

 1 Connector 27.5in

PCIE 6+2 2 Cables 

 2 Conectors 23.5in+5.9in

SATA 3 Cables 3 Conectors

ni9.5+ni9.5+ni71 

MOLEX 1 Cable 3 Conectors

ni9.5+ni9.5+ni71 

Power Cord 4.92 Feet

Output voltage 12v1 + 12V2 + 5V+ 3.3V + -12V +5Vsb

Output power 850W

90%, Meet ErP 2013 

 Energy Regulation and CE

Protection Aluminium Electrolytic 

 Capacitors, 140mm Cooling Fan,

 EPS 12V Standard, Universal AC Input,

12v1 + 12V2 + 5V+ 3.3V + -12V +5Vsb

Capacitors, 140mm Cooling Fan,
EPS 12V Standard, Universal AC Input,
Active PFC, TBF 100,000 hrs, 
OPP,UVP,OVP,SCP,NLO,SIP,OCP,OTP

Choosing a power supply with an adequate power rating is essential to ensure that your PC 

components receive the power they need to function properly while avoiding unnecessary 

expenses and wasted energy. That's why with our Yeyian Power Supply 80+ Platinum Pegasus 

rated at 1000W to power your PC case, you will get the output with the most demanding 

requirements that your PC needs. Our new Yeyian Power Supply 80+ Platinum, 1000W 

Pegasus has ATX 3.0 which was created in response to graphics cards' increase in performance 

and the ever-increasing need for power. It will give you the power that your PC needs!

• 1000W 80 PLUS Platinum certified

• ATX 12V Ver 3.0 Form Factor

• PCIe Gen 5.0 Ready

• High quality Japanese capacitors and heavy-duty protection 

   including  OVP, UVP, SCP, OPP, NLO, SIP, OCP, OTP.

• Equipped with 140mm Fluid Dynamic Fan delivers extremely 

   quiet and long-lasting fan performance. 

• Fully Modular Low-Profile Flat Cable.

• For professional and gaming PC Systems.

PRODUCT FEATURES

APPLICATIONS

POWER YOUR
WAY TO VICTORY
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Dimensions

Weight

Content

EAN

48 cm x 41 cm x 34.5 cm

18 kg

Power Supply, User Manual, Warranty

7500619010429

Model number

Form factor

Power

Input voltage

Current type

Input current

Input frequency

Cable length / reach

20+4

4+4

PCIE 6+2

SATA

MOLEX

Power Cord

Output voltage

Output power

Efficiency

Protection

Wiring Type

Certifications

Dimensions

Weight

Content

PCI-E 5.0 Cable

Warranty

YFP-1K031-01

ATX 12V Ver 3.0

1000W

100 Vac- 240 Vac

Alternate

16A

50Hz - 60Hz

1.5 m

1 Cable 600mm

2 Cables 1 Connector 700mm

2 Cables 2 Conectors 600mm+150mm

3 Cables 3 Conectors 450mm+150mm+150mm

1 Cable 3 Conectors 450mm+150mm+150mm

1.5 m

12v1 + 12V2 + 5V+ 3.3V + -12V +5Vsb

1000W

92%, Meet ErP 2013 Energy Regulation and CE

Aluminium Electrolytic Capacitors, 140mm Cooling Fan, 
EPS 12V Standard, Universal AC Input, Active PFC, MTBF 100,000 hrs,
OPP, OVP, UVP, SCP, NLO, SIP, OCP, OTP

Black, Flat, 6 and 8 pin connectors support any GPU platform, PCI-E Ready

80 Plus Platinum, CE, FCC, NOM, RoHS

150 x 160 x 85mm

3.7 pounds

Power Supply, User Manual, Warranty

1 Cable 1 Connector 12+4 Pin (12V) 23.5 inches

10 years

SPECIFICATIONS

PACKING BOX
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E - Gradient 4 point variation
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Form factor ATX 12V Ver 3.0

Power 850W
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Current type Alternate

Input current 16A

Input frequency 50Hz - 60Hz

Cable length / reach 4.92 Feet

20+4 1 Cable 23.5 Inches

4+4 2 Cables

 1 Connector 27.5in

PCIE 6+2 2 Cables 

 2 Conectors 23.5in+5.9in
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Output voltage 12v1 + 12V2 + 5V+ 3.3V + -12V +5Vsb

Output power 850W

90%, Meet ErP 2013 

 Energy Regulation and CE

Protection Aluminium Electrolytic 

 Capacitors, 140mm Cooling Fan,

 EPS 12V Standard, Universal AC Input,

 Active PFC, TBF 100,000 hrs, 

 OPP,UVP,OVP,SCP,NLO,SIP,OCP,OTP

Wiring Type Black, Flat, 6 and 8 pin

 connectors support any

 GPU platform, PCI-E Ready

Certifications 80 Plus Gold, CE, FCC, NOM, RoHS

Dimensions 5.9 x 6.3 x 3.3in

Weight 3.7 pounds

Content Power Supply, User Manual, Warranty

PCI-E 5.0 Cable 1 Cable 1 Connector

 12+4 Pin (12V) 23.5 inches
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E - Gradient 4 point variation
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